
Cartoning
 CMH / CMV

CMH-C
End load cartoning machine in continuous operating mode

Reliable and safe 

The cartoning machine with continuous mode of  operation is 
designed to produce between 80 - 250 cartons per  minute. 
A number of different modules ensure trouble-free operation.

Hygiene and ergonomics

In addition to a hygienic design with gull wing doors for easy 
access and low ergonomic loading height of the blank 
magazine, the machine offers solidly constructed functional 
subassemblies and adjustments. All internal and 
components in contact with the product are made of 
stainless steel. At the customer’s request, the frame is also 
available in stainless steel.

Easy adapted to the product and             
quick change over

A change of size is a quick operation that  does not require 
tools and can be augmented with half or fully  automatic 
adjustments. Packing of soft bag and stacks of bag is 
supported for the optional product conditioner and top 
confiner. These units also ensure smooth production when 
difficult products must be loaded.

Benefits and advantages of the CMH-C

- Trouble-free processing of critical folding box material with 
an air-powered stand up system

- Distributed drives for the main modules of the machine

- Loading module available with upper guide and overfilling 
sensor in conjunction with automatic ejection

Benefits and advantages of the CMH-C

- Trouble-free processing of critical folding box material with 
an air frame erection

- Decentral drives for the main modules of the machine
- Loading module available with top confiner and overfilling 

detector in conjunction with automatic ejection
- Programmable 3-dimensional size change, 100% 

reproducible, reduces conversion times 
- Industrial PC with touch screen, user friendly and reliable 
- Hygienic design

Size ranges of the CMH-C

CMH-C 6"

Box size A (min./max.)   60-135 mm

Box size B (min./max.)     20-80 mm

Box size C (min./max.) 110-300 mm

CMH-C 9"
Box size A (min./max.)   80-210 mm

Box size B (min./max.)   20-120 mm

Box size C (min./max.) 110-300 mm

CMH-C 12"

Box size A (min./max.)   80-280 mm

Box size B (min./max.)   30-120 mm

Box size C (min./max.) 110-300 mm

Custom sizes and production capacities on request.
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mirrored installation of two machines with a central operator 
console no longer presents a problem. The forced opening 
of the box reduces faults when boxes are erected.

Insertion and movement profiles

Dual insertion slots and automatic calculation of movement 
profiles for all drives ensure optimized slow movements. 
Thus, the machine operates smoothly and reliably.

Benefits and advantages of the CMH - I

- Trouble-free processing of critical folding box material 
due to forced box erection

- The mirrored installation does not present problems
- Decentral drives
- Dual inserts available with upper guides.
- Programmable 3-dimensional size change, 100% 

reproducible, reduces conversion times 
- Automatic calculation of all motion curves by means of an 

industrial PC with a touch screen, user friendly and 
reliable 

- Hygienic design

Size ranges of the CMH-I

Compact and user friendly

The intermittently operating cartoning machine is designed 
to produce up to 85 cartons per minute. The machines 
compact and simple construction ensures rapid size 
changes and simple operation.

Hygiene, ergonomics and accessibility

To meet the hygienic design requirements, all the internal 
and components that are in contact with the product are 
made of stainless steel. At the customer’s request, the 
frame is also available in stainless steel. In the construction 
of CMH-I, the greatest attention was paid to the ergonomic 
loading height of blank magazines and that the functionally 
relevant components are of solid construction. The 
compact design ensures optimized accessibility that is 
most important for fast and easy setup of the machine. You 
only need to open a single door on the operator side to 
gain access to all components of the machine.

Easily adapted to the product and          
quick change over

A change of size is a quick operation from the operator side 
and does not require tools. It can be augmented with half or 
fully automatic adjustments. Packing of soft bags and 
stacks of bags is supported by the optional product 
conditioner and upper guide. These units also ensure 
smooth processing when difficult products must be loaded

Boxes erection

A special feature of the machine are box erectors, which 
can be used to erect left or right handed boxes. The 

CMH-I 19"

Box size A (min./max.)   80-210 mm

Box size B (min./max.)   20-120 mm

Box size C (min./max.) 110-300 mm

Custom sizes and production capacities on request.

CMH-I
End load cartoning machine in continuous operating mode

Cartoning
 CMH / CMV

CMV
The vertical cartoning machine 

The most compact and flexible cartoning 
method.

The Rovema CMV series can be supplied with one or two 
integrated bag makers as a compact, flexible Bag in Box 
machine, optionally available with direct-filling facilities.

- Bag in folded box
- Bag without folded box 
- Product filled directly into the folding box

All this is available from a very compact machine.

CMV - with integrated bag maker              
Compact and flexible

Probably the most compact Bag in Box line. This case, one  
or two bag makers are integrated into a cartoning machine, 
additional conveyors and/or transfer systems are not 
required.

Depending on the configuration and the application, up to 
120 folding boxes per minute may be produced. The bags 
are transferred directly from the vertical bag maker into the 
vertical folding box. Folding boxes are transported through 
the machine with oscillating velocity so that the bag is 
transferred safely into the box.

Unique Features

In addition to the patented box erection and automatic size 
adjustments, the CMV offers further advantages in 
comparison with horizontal cartoners. 
This means that additional modules in the machine can 
compact the products to to achieve a box fill ratio of 95%. 

Ideal for compactable products such as tea or aerated 
powder.

Benefits and advantages of the CMV

- Compact and flexible
- Safe and secure box erection by a separately powered 

rotation picker with forced box erection 
- Gentle operation due to oscillating chain movements
- Programmable 3-dimensional size change,                  

100% reproducible, reduces conversion times 
- Industrial PC with touch screen, user friendly                 

and reliable 
- Additional options for compactable products

Size ranges of the CMV

The machine can safely pack up to 200 folding boxes per 
minute and is designed for the direct packing of freely 
flowing and slightly dusty material into boxes.  
The frame of the machine is similar to the Bag in Box CMV, 
however a continuous revolving filling module is located at 
the centre of the machine.

Clear layout and easy to set up

The machine is designed in a line-type design, and it can 
be controlled completely from the front. The box erection, 
box transportation along with the different sealing modules 
as well as the filling module are clearly visible. In addition   
to the labyrinth folding system that is usually required for 
direct filling the gluing system can be upgraded to a sift 
proof system. 

Simple size adjustments, a clear line of design and 
excellent machine control speak for themselves.

CMV-I

Box size A (min./max.)   50-160 mm

Box size B (min./max.)   15-100 mm

Box size C (min./max.)   80-320 mm

CMV-II

Box size A (min./max.)   60-220 mm

Box size B (min./max.)   20-100 mm

Box size C (min./max.) 120-320 mm

Custom sizes and production capacities on request.

CMV - direct filling
The specialist for direct filling

Benefits and advantages of the                    
CMV – direct filling

- Easily accessible, clearly arranged functions and line 
design.

- Safe and secure box erection by a separately powered 
rotation picker with forced box erection 

- Sturdy welded tubular frame 

- Programmable 3-dimensional size change, 100% 
reproducible, reduces conversion times 

- Industrial PC with touch screen, user friendly and reliable

The flexibility of the CMV series, bag in box or direct filling 
ensures that you are properly prepared for future        
packing needs.
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